MAGIC VAC® PROFESSIONAL

COMPARISON CHART

Physical Features

Technical Features

Functional features

Accessories

e
-

JUMBO

JUMBO 30 PREMIUM

JUMBO 30 EVO

JUMBO 30

CHEFFY

STRUCTURE Stainless steel (AISI 304) Stainless steel (AISI 304) Stainless steel (AISI 304) Stainless steel (AISI 304) Stainless steel (AISI 304) ABS
DIMENSIONS 54 (L) x 31,5 (W) x 17 (H) cm 54 (L) x 31,5 (W) x 26 (H) cm 415(L)x24,5W)x12,5(H)cm | 41,5L)x24,5W)x12,5(H)cm | 41,5(L)x24,5(W)x12,5(H)cm 14 (L) x 5 (W) x 20 (H) cm
WEIGHT 1.2 kg 124 kg 5 kg 5 kg 5 kg 0.4 kg
VOLTAGE 220-240V"~ 50Hz 220-240V"~ 50Hz 220-240V"~ 50Hz 230V"~ 50Hz 230V~ 50Hz 230V~ 50Hz/12v dc
INPUT POWER 380 W 380 W 130 W 130 W 130 W 15W
LENGTH OF SEALING BAR AL I AL 340 mm 340 mm 340 mm -
with cooling system for intensive use with cooling system for intensive use
TYPE OF PUMP Double pump with Double pump with Double pump with Double pump with Double pump with Single cylinder
self-lubricating pistons self-lubricating pistons self-lubricating pistons self-lubricating pistons self-lubricating pistons with self-lubricating piston
NOMINAL PUMP FLOWRATE 31,5 I/min 31,5 I/min 28 1/min 18 I/min 18 I/min 13 1/min
MAX VACUUM — 0.85 bar — 0.85 bar — 0.80 bar — 0.80 bar — 0.80 bar — 0.8 bar
ROLL-HOLDER Yes - - - - -
Yes Yes Yes Yes Yes Yes
LIQUID PROOF TRAY removable and washable removable and washable removable and washable removable and washable removable and washable inside liquid proof chamber
AIR FILTER Yes Yes Yes Yes Yes -
AUTOMATIC AUTOMATIC
LID CLOSING WITH LOCKS Lock & Unlock System Lock & Unlock System MANUAL MANUAL MANUAL -
LID OPENING AUTOMATIC AUTOMATIC MANUAL MANUAL MANUAL -
with patented gas spring with patented gas spring
AUTOMATIC AUTOMATIC AUTOMATIC AUTOMATIC AUTOMATIC
LID RELEASE ; X ; X ) ! ; X ; X -
with solenoid valve with solenoid valve with solenoid valve with solenoid valve with solenoid valve
CONTROL PANEL Yes Yes ves Yes Yes LED
electronic electronic electronic electronic electronic
AUTOMATIC SEALING CYCLE Yes Yes Yes Yes Yes -
MANUAL SEALING CYCLE Yes Yes Yes Yes Yes -
SEALING SETTING Yes Yes Yes Yes Yes -
AUTOMATIC MARINATING CYCLE res ves ves Yes - -
arinating Marinating Marinating Marinating
VACUUM PULSE FUNCTION - - Yes - - -
VACUUM LEVEL CONTROL Yes Yes YQS / Digital vacuum gauge Yes B LED
Vacuum gauge Vacuum gauge with vacuum level presetting Vacuum gange
MAGIC VAC'BAGS MAX 40 cm MAX 40 cm MAX 30 cm MAX 30 cm MAX 30 cm
MAGIC VAC® ROLLS MAX 40 cm MAX 40 cm MAX 30 cm MAX 30 cm MAX 30 cm
MAGIC VAC® EXECUTIVE CONTAINERS Yes all Yes all Yes all Yes all Yes all




